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FL22RBL系列(Series)
內特子元刷甩机Inner Rotor BLOC Motor 

1 机械尺寸(Dimensions)
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I 特性概要（General Specifications) 
星形

统組连接方式(Winding Type) 
(Star connection) 

120度屯角度
霍示分布角度(Hall Effect Angle) 

(Electrical Angle of 120 degree) 

怪向阅險(Radial Play) O 02mm@450g 

釉向阅除(Axial Play) O 08mm@450g 

5N 距法羊10mm
最大経向奐韍(Max radial force) 

(,Omm From the flange) 

最大軸向負戟(Max axial force) 2N 

介屯強度(Dielectric Strength) 360VAC/1S 

絶緣屯阻( Insulation Resistance) 100MO, SOOVDC 

坏境温度(Ambient Temperature) -20°C － +50°C 

絶緣等级(Insulation Class) Class B 

1 接綫流明(Electric Connection) 

引出綬型弓 引出綬颜色 功能

Type Color Functions 

霍尕屯源正
盔色 (Blue) 

(Vee) 

責色 (Yellow) 霍示U(Hu) 

UL1007 
棕色 (Brown) 霍示V(Hv)

AWG28 

紅色 (Red) 霍示W(Hw)

霍你屯源負
緑色 (Green) 

(GND) 

紅色 (Red) U相(Phase U) 
UL1007 

棕色 (Brown) V相(Phase V) 
AWG26 

黑色 (Black) w相(Phase W) 

I 甩性能(Electrical Specifications) 

单位(Unit) FL22RBL45-24V-4604A FL22RBL70-24V-351 SA 

极數 (Number of poles) 8 

相致 (Number of phases) 3 

額定甩圧(Rated voltage) VDC 24 

額定豬矩(Rated torque) mN.m 8 20 

连綾运行其矩(Continuous stall torque) mN.m 9.6 24 

額定速度 (Rated speed) RPM 4600 3800 

額定功率(Rated power) w 3.8 8 

峰值耗矩(Peak torque) mN.m 24 60 

峰值屯流(Peak current) A 1.1 2.0 

綬屯阻 (Line to line resistance) ohms@20°C 23 11.6 

綬屯感(Line to line inductance) mH 6.2 4.3 

裴矩常數(Torque constant) mN.m/A 29.7 35.8 

反屯势(Back EMF) Vrms/KRPM 2.2 2 65 

裴劫慣量(Rotor inertia) g.cm2 0.66 1.32 

机身卡度 (Motor length) L mm 45 68 

重A (Weight) Kg 0.07 0.12 

01 垓款甩机可以根据客户需求定制 The motor can be designed & manufactured with customized request. 



1 机械尺寸(Dimensions)

I 特性概要(General Specifications) 

统組连接方式(Winding Type) 
星形

(Star connection) 

120度 屯角度

FL28BL系列 (Series)
內特子元刷甩机Inner Rotor BLOC Motor 

璽區區
接插件 齿範箱 續碼囂

1 接綫流明(Electric Connection) 

引出綬型
引出紱颜色 功能

Color Functions 
霍示分布魚度(Hall Effect A'lgle) 

(Electrical Angle of 120 degree) 
Type 

怪向阅隙(Radial Play) 0.02mm@450g 黃色 (Yellow) 霍示屯源正 (Vee) 

軸向l司隙(Axial Play) 0.08mm@450g 盔色 （Blue) 霍� U(Hu) 

最大怪向奐戟(Max radial force) 
10N 距法竺10mm

(10mm From the flange) 

UL 1007 橙色
霍示V(Hv)

AWG26 (Orange) 

最大軸向負戟(Max axial force) 2N 棕色 (Brown) 霍示W(Hw)

介屯強度 （Dielectric Strenglh) 600VAC/1S 白色 (White) 霍示屯源灸(GND)

絶緣屯阻(Insulation Resistance) 100MO, SOOVDC 緑色 (Green) U相(Phase U) 

坏境温度(Ambient Temperature) -20°C ～ +50°C UL1007 紅色 (Red) V相(Phase V) 
AWG26 

絶緣等级(Insulation Class) Class B 黑色 (Black) w相(Phase W)

I 甩性能(Electrical Specifications) 

单位(Unit) FL28BL28-15V-8006AF FL28BL38 FL28BL77-24V-3116AF 

极數 (Number of poles) 4 

相數 (Number of phases) 3 

額定屯氏（Rated voltage) VOE 15 24 

額定裴矩(Rated torque) mN.m 5 14 50 

连綾运行病矩（Continuous stall torque) mN.m 6 17 60 

額定速度 (Rated speed) RPM 8000 10000 4000 

額定功率(Rated power) w 4 15 21 

峰值棓矩(Peak torque) mN.m 15 42 150 

峰值屯流（Peak current) A 1.1 2.5 4.1 

鈛屯阻 (Line to line resistance) ohms@20°C 8.2 4.2 4.2 

纸屯感(Line to line inductance) mH 2.3 1.69 2.3 

棓矩常數(Torque constant) mN.m/A 14.3 16 9 37.4 

反屯势(Back EMF) Vrms/KRPM 1.06 1.25 2.77 

銬劫愤量(Rotor inertia) g.cm2 2.35 3 69 10.98 

机身卡度 (Motor length) L mm 28 38 77 

重量(Weight) Kg 0.06 0.082 0.28 

垓款甩机可以根据客户需求定制 The motor can be designed & manufactured with customized request. 
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Контакты
+7 (495) 505-63-74 Москва
+7 (473) 204-51-56 Воронеж

394033, Россия, г. Воронеж,
Ленинский пр-т, 160, офис 149

Пн-Чт: 8:00–17:00
Пт: 8:00–16:00
Перерыв: 12:30–13:30

info@purelogic.ru

8 800 555-63-74 бесплатные звонки по РФ 
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